
Portable Band Saw
2107FK
710 W • 120 mm • 1 – 1,7 m/s
Compact band saw for spark-free cutting of metal
A light and easily portable saw. Can be mounted on stand on a worksite. Clean-
edged and precise cutting. Suitable for dry cutting without lubrication. Cuts pipes of
up to 120 mm, blade cutting speed can be adjusted between 1 and 1,7 m/s.
 

TECHNICAL

SPECIFICATIONS
MAXIMUM OUTPUT POWER
POWER SUPPLY CORD
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION UNCERTAINTY (K FACTOR)
PRODUCT WEIGHT
EAN
MAX. CUTTING CAPACITY IN STEEL PIPE
SAW BLADE
VIBRATION LEVEL (3 AXES), CUTTING CHIPBOARD
CAPACITY 90°
BLADE RAPIDITY
VIBRATION LEVEL (3 AXES), CUTTING SHEET METAL

710 W
2,5 m
98 dB(A)
86 dB(A)
3 dB(A)
1,5 m/s²
6,3 kg
88381061681
120 mm
1140 x 13 x 0,5 mm
2,5 m/s²
120 x 120 mm
1,0-1,7 m/s
2,5 m/s²

USER BENEFITS
Compact and lightweight design

Link to Product page - https://makitauae.com/product/2107fk-portable-band-saw/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide

https://makitauae.com/product/2107fk-portable-band-saw/

