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Jigsaw

m 4327

450 W « 500 - 3 100 min??

Lightweight Makita jigsaw with powerful motor.

Ergonomically designed jig saw with powerful motor._x000D__ Variable speed
control by trigger (500 - 3 100 min-1) enables user to match the speed to the
application for optimal cutting performance in a variety of materials. Rubberized

grip on the handle for increased comfort and control.

SPECIFICATIONS

MAXIMUM OUTPUT POWER

IMPACT

POWER SUPPLY CORD

SOUND POWER LEVEL (LWA)

SOUND PRESSURE LEVEL (LPA)

NOISE UNCERTAINTY (K FACTOR)

VIBRATION UNCERTAINTY (K FACTOR)
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)

PRODUCT DIMENSIONS (L X W X H):

EAN

LENGTH OF STROKE

MAX. CUTTING CAPACITY IN WOOD (90°)

MAX. CUTTING CAPACITY IN STEEL (90°)

MAX. BEVEL RANGE (LEFT)

VIBRATION LEVEL (3 AXES), CUTTING SHEET METAL

TECHNICAL

450 W

500 - 3100 min?*t
2,0m

97 dB(A)

86 dB(A)

3 dB(A)

1,5 m/s2?

1,9 kg

217 X 77 X 197 mm
88381082563

18 mm

65 mm

6 mm

45745 °

5,5 m/s2

USER BENEFITS

Link to Product page - https://makitauae.com/product/4327-jigsaw/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide


https://makitauae.com/product/4327-jigsaw/

