
Jigsaw
4350CT
720 W • 800 – 2 800 min?¹
Efficient jigsaw with tool-less blade change and adjustable speed for
professionals
An efficient 720 W jigsaw with three-stage pendulum action and tool-less blade
change for professional use. Effective anti-vibration system and low noise levels.
Engine speed can be adjusted between 800 and 2 800 min-1 to suit the material. A
stroke length of 26 mm and cutting capacity of 135 mm in wood and 10 mm in
steel.
 

TECHNICAL

SPECIFICATIONS
MAXIMUM OUTPUT POWER
IMPACT
POWER SUPPLY CORD
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION UNCERTAINTY (K FACTOR)
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)
PRODUCT DIMENSIONS (L X W X H):
LENGTH OF STROKE
MAX. CUTTING CAPACITY IN WOOD (90°)
MAX. CUTTING CAPACITY IN STEEL (90°)
VIBRATION LEVEL (3 AXES), DRILLING
VIBRATION LEVEL (3 AXES), CUTTING SHEET METAL

720 W
800 - 2800 min?¹
2,5 m
95 dB(A)
84 dB(A)
3 dB(A)
1,5 m/s²
2,6 kg
236 x 73 x 207 mm
26 mm
135 mm
10 mm
? 2,5 m/s²
4,5 m/s²

USER BENEFITS
LED light illuminates the work site
The rubber coating on the handle ensures a firm working grip

Link to Product page - https://makitauae.com/product/4350ct-jigsaw/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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