
Power Cutter ®
CE001GZ
80V MAX • BL Motor •355mm
With the twin battery system, the tool achieves the 80V max power to deliver
performance exceeding that of petrol engine power cutters.
The combination of XGT system with a powerful brushless motor provides high
efficiency for cutting concrete and metal. 127mm Max Cutting Capacity (355mm
wheel allows for a single pass cut up to 127mm deep in concrete)
 

TECHNICAL

SPECIFICATIONS
Nominal Battery Voltage
Voltage XGT
Battery protection
No load speed
Sound Power Level (LWA)
Sound Pressure Level (LpA)
Noise Uncertainty (K Factor)
Vibration Level (3 axes)
Vibration Uncertainty (K Factor)
Tool weight with battery (EPTA)
Product Dimensions (L x W x H):
Battery Chemistry (Ni-Cd / Ni-MH / Li-ion)
Max Cutting Capacity
Grinding Disc Diameter
Thickness
Bore (B)

2 x 40 V
Yes
Yes
5300 min?¹
120 dB(A)
109 dB(A)
3 dB(A)
? 2,5 m/s²
1.5 m/s²
12.3 - 14.1 kg
786 x 272 x 433 mm
Li-ion
127 mm
355 mm
5,0 mm
25,4 mm

USER BENEFITS
Active Feedback sensing Technology (AFT) stops the engine if the rotation suddenly stops
Extra-low vibration level for reduced operator fatigue
WetGuard - Excellent water resistant performance
Electric brake for increased operator safety

Link to Product page - https://makitauae.com/product/ce001gz-power-cutter/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide

https://makitauae.com/product/ce001gz-power-cutter/

