
Cordless Wheelbarrow (Bucket)
DCU602
18Vx2
Cordless Hydraulic Dump Bucket for moving heavy objects.
The battery-assisted 18V LXT Cordless Dump Bucket type Wheelbarrow is a great
tool for worksites, construction sites, farms, holiday homes and more. 200L
heaped bucket, 300kg Max load capacity up to 3° incline. Hydraulic powered
tipping tray for easy unloading with up to 75° incline. 7.2km travelling distance with
4 x 6.0Ah batteries*. Max climbing ability up to 12° incline.
 

TECHNICAL

SPECIFICATIONS
Max load capacity
Traveling speed
Max climbing capacity
Dimensions (L x W x H)
Net weight
Type

300 kg
Forward, High / Low: 5 / 1.5 km/h
Reverse: 1.0 km/h
12°
1,471×724×815-1,024
143kg
Bucket type with Electric and Manual Dump

USER BENEFITS
Max loading capacityï¼š300kg
For heavy load which is difficult by manual dump
Limits to stay at 0.8km/h speed when the bucket is tilted
Forward: 2 wheels, Rear: 4 wheelsï¼ˆFront wheel driveï¼‰
Forward (5.0km/hã€•3.5km/hã€•1.5km/h), Reverse (1.0km/h)
Forward/reverse switch with speed selection switch
Deadman brake - Brake will be activated when the accelerator trigger is released

Link to Product page - https://makitauae.com/product/dcu602-cordless-wheelbarrow-bucket/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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