
Screw Driver LXT®
DFS250Z
18V • 0 – 2 500 min?¹
Reliable brushless screwdriver
A brushless screwdriver with auto-stop and start. An ergonomic design and
rubberised handle ensure good grip. Precise depth control and a speed of 2 500
min-1, adjustable from the switch. Equipped with an LED light. Tool only, battery
and charger not included.
 

TECHNICAL

SPECIFICATIONS
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION LEVEL (3 AXES)
VIBRATION UNCERTAINTY (K FACTOR)
PRODUCT DIMENSIONS (L X W X H):
NO LOAD SPEED
BATTERY PROTECTION
TOOL WEIGHT WITH BATTERY (EPTA)
NOMINAL BATTERY VOLTAGE
VOLTAGE LXT

72 dB(A)
3 dB(A)
? 2,5 m/s²
1,5 m/s²
259 x 79 x 259 mm
0 - 2500 min?¹
Yes
1,5 - 1,9 kg
18 V
Yes

USER BENEFITS
Battery protection system automatically shuts off power when the battery level is low
Body model - delivered without battery and charger.
Brushless maintenance-free and long-life motor
Used for hexagonal screws

Link to Product page - https://makitauae.com/product/dfs250z-screw-driver-lxt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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