
DHK180Z
18V • SDS-Plus • 3.1 J
Chiseling and tapping conveniently with a cordless machine
18V power scraper with AVT vibration damping for chiseling and tapping. The
machine uses SDS-Plus blades. The machine produces a force of 3,1 J. The
chisel can be set in 12 different positions and the stroke is adjustable between 0
and 3200 min-1. Tool only, battery and charger not included.
  TECHNICAL

SPECIFICATIONS
IMPACT
IMPACT ENERGY
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION: CHISELLING
VIBRATION UNCERTAINTY (K FACTOR)
PRODUCT DIMENSIONS (L X W X H):
BRUSHLESS MOTOR
BATTERY PROTECTION
TOOL WEIGHT WITH BATTERY (EPTA)
NOMINAL BATTERY VOLTAGE
VOLTAGE LXT
ADAPTED FOR SDS-PLUS BITS

0 - 3200 min?¹
3,1 J
96 dB(A)
83 dB(A)
3 dB(A)
4,5 m/s²
1,5 m/s²
368 x 86 x 211 mm
Yes
Yes
3,3 – 3,6 kg
18 V
Yes
Yes

USER BENEFITS

Link to Product page - https://makitauae.com/product/dhk180z/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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