
Cordless Percussion Driver Drill LXT®
DHP486
18V • 13mm • 0 – 2,100 min?¹
A powerful, brushless Hammer Drill Driver for screwdriving and drilling
An efficient, Brushless Hammer Drill Driver with durable aluminium gear housing
and mechanical 2 speed gearing with all metal gear construction. High powered
Brushless Motor produces 141Nm peak torque and provides increased
performance in continuous heavy-duty applications.
 

TECHNICAL SPECIFICATIONS
Capacity

Chuck Capacity
Impacts Per Minute (IPM)
No Load Speed (RPM)
Max Fastening Torque
Dimensions (L x W x H)
Net weight

Steel: 13 mm (1/2")
Wood (Auger-Bit): 50 mm (2")
Wood (Self-Feed Bit): 76 mm (3")
Siding Board: 170 mm (6-11/16")
1.5 - 13 mm (1/16 - 1/2")
High: 0 - 31,500
Low: 0 - 8,250
High: 0 - 2,100
Low: 0 - 550
Hard / Soft: 130 / 65 N·m
178 x 81 x 265 mm
2.7 kg

USER BENEFITS
Increased max clutch torque enables to adjust clutch torque
even when tighteningÂ·fasteners into hard material
Durable aluminium gear housing
Mechanical 2 speed gearing with all metal gear construction
XPT technology that protects against dust & moisture
Compact and ergonomic design at only 178 mm long
21 torque settings

Link to Product page - https://makitauae.com/product/dhp486-cordless-percussion-driver-drill-lxt/
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