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Drill

m DP2010
370 W+ 0 -4 200 min??

High-speed tool for drilling small holes in metal

A small, high-speed 370 W drill. The tool has a variable speed of between 0 and 4
200 min-1 and it is ideal for air conditioning fitters for drilling small holes for blind
rivets, for example.

TECHNICAL
SPECIFICATIONS
MAXIMUM OUTPUT POWER 370 W
SOUND PRESSURE LEVEL (LPA) 77 dB(A)

[ NOISE UNCERTAINTY (K FACTOR) 3 dB(A)
VIBRATION LEVEL (3 AXES) ? 4,0 m/s?
VIBRATION UNCERTAINTY (K FACTOR) 1,5 m/s?

WEIGHT WITHOUT CABLE (EPTA-PROCEDURE 1,1 kg

01/2003) 222 x 64 x 175 mm
PRODUCT DIMENSIONS (L X W X H): 88381645904

EAN 0 - 4200 min??

NO LOAD SPEED 15 mm

MAX. DRILLING DIAMETER IN WOOD 6,5 mm

MAX. DRILLING DIAMETER IN STEEL 0.8-6,5mm

DRILL CHUCK CAPACITY
USER BENEFITS

Link to Product page - https://makitauae.com/product/dp2010-drill/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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