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Drill

D34011
750 W « 600 min?*

Robust drill for mixing and drilling

Powerful 750 W motor for improved mixing and drilling performance. Turning
handle design to protect the operator’s wrist if the blade gets stuck. A variable
speed dial for adjusting the flow rate and direction. Suitable for large drill bits and

for mixing.

SPECIFICATIONS

MAXIMUM OUTPUT POWER
POWER SUPPLY CORD

SOUND PRESSURE LEVEL (LPA)

NOISE UNCERTAINTY (K FACTOR)

VIBRATION LEVEL (3 AXES)

VIBRATION UNCERTAINTY (K FACTOR)
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)

PRODUCT DIMENSIONS (L X W X H):

EAN

NO LOAD SPEED

MAX. DRILLING DIAMETER IN WOOD

MAX. DRILLING DIAMETER IN STEEL

DRILL CHUCK CAPACITY

COLLAR CLAMPING DIAMETER

SIDE GRIP

MAX. FASTENING TORQUE HARD/SOFT

USER BENEFITS

Double insulated
Lightweight for reduced operator fatigue

750 W

2,5m

81 dB(A)

3 dB(A)

? 2,5 m/s?

1,5 m/s?

2.8 kg

340 x 83 x 401 mm
88381611848
600 min??

36 mm

13 mm
2-13mm

43 mm

Yes

-/ 87 Nm

Powerful 750 W motor for improved mixing and drilling performance

Rubberized soft grip for more comfort and control

Link to Product page - https://makitauae.com/product/ds4011-drill/

TECHNICAL

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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