
Stapler LXT®
DST221Z
18V • 10 mm • 10 – 22 mm
Suitable for quick and easy fixing of MDF roofing panels and other
construction materials
An 18V battery-operated stapler for quick and easy fixing of construction plastics
and other materials. Ideal for fixing of MDF roofing panels. Approx. 3 000 staples
per battery charge. Tool only, battery and charger not included.
 

TECHNICAL

SPECIFICATIONS
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION LEVEL (3 AXES)
VIBRATION UNCERTAINTY (K FACTOR)
PRODUCT DIMENSIONS (L X W X H):
EAN
BATTERY PROTECTION
TOOL WEIGHT WITH BATTERY (EPTA)
NOMINAL BATTERY VOLTAGE
NAIL LENGTH
NAIL DIAMETER
STAPLE CROWN WIDTH
FASTENER MAGAZINE CAPACITY
VOLTAGE LXT
STAPLE RANGE
STAPLE WIRE SECTION

93 dB(A)
3 dB(A)
? 3,5 m/s²
1,5 m/s²
251 x 91 x 212 mm
88381677127
Yes
2,1 - 2,4 kg
18 V
10, 13, 16, 19, 22 mm
0,6 - 1,2 mm
10 mm
98
Yes
10 - 22 mm
0,6 x 1,2 mm

USER BENEFITS
Body model - delivered without battery and charger.
The rubber coating on the handle ensures a firm working grip

Link to Product page - https://makitauae.com/product/dst221z-stapler-lxt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide

https://makitauae.com/product/dst221z-stapler-lxt/

