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Impact Wrench LXT®
m DTW300Z

18V « 1/2" « 330 Nm ¢ 0 — 3 200 min?*

Extra-compact and efficient brushless impact wrench with three power

settings. (C ring)

Powerful and extra-compact, 144 mm-long, 1/2" drive impact wrench. Small size

TECHNICAL

and light weight make this tool easy to use, while offering a max. fastening torque
of 330 Nm. Four power settings. A handy LED light. Tool only, battery and charger

not included.

SPECIFICATIONS
IMPACT

0 - 1800/ 2600 / 3400 / 4000 min?*

SOUND POWER LEVEL (LWA) 108 dB(A)
[l SOUND PRESSURE LEVEL (LPA) 97 dB(A)

NOISE UNCERTAINTY (K FACTOR) 3 dB(A)

VIBRATION UNCERTAINTY (K FACTOR) 1,5 m/s?

PRODUCT DIMENSIONS (L X W X H):
NO LOAD SPEED

144 x 81 x 246 mm
0-1000/1800/ 2600 /3200 min?*

BRUSHLESS MOTOR Yes
BATTERY PROTECTION Yes

MAX FASTENING TORGUE IMPACT DRILL 100/160/210/330 Nm
TIGHTENING CAPACITY STANDARD BOLT M10 - M20
TIGHTENING CAPACITY HIGH TENSILE BOLT M10 - M16
VIBRATION LEVEL (3 AXES), FASTENING BOLT 12,5 m/s?
TOOL WEIGHT WITH BATTERY (EPTA) 1,5-1,8kg
NOMINAL BATTERY VOLTAGE 18V
DRIVE SQUARE 12"
VOLTAGE LXT Yes
NUT-BUSTING TORQUE 580 Nm

USER BENEFITS

Extremely compact thanks to a brushless motor

Battery protection system automatically shuts off power when the battery level is low

Low power consumption thanks to brushless motor

The narrow design of the handle ensures excellent handling

XPT (Extreme Protection Technology) is engineered for improved dust and water resistance for operation in harsh job
site conditions

Link to Product page - https://makitauae.com/product/dtw300z-impact-wrench-Ixt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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