V/77:0,dbds

Blower / Vacuum LXT®

g DUB187Z
18V MAX « BL Motor » 4.2 N « 3.3 kPa

Compact and lightweight design, powered by 18V LXT Li-ion battery

Switching between Blowing and Vacuuming is made easy with a simple switch
lever without changing any bag or nozzle

TECHNICAL

SPECIFICATIONS
SOUND POWER LEVEL (LWA) 94,32 dB(A)
SOUND PRESSURE LEVEL (LPA) 81,8 dB(A)

[l \OISE UNCERTAINTY (K FACTOR) 3 dB(A)
VIBRATION LEVEL (3 AXES) 2 2,5 m/s?
VIBRATION UNCERTAINTY (K FACTOR) 1,5 m/s2
PRODUCT DIMENSIONS (L X W X H): 1168 x 164 x 416 mm
EAN 0088381776202
NO LOAD SPEED 9 000 - 13 500 min?!
BATTERY PROTECTION Yes
TOOL WEIGHT WITH BATTERY (EPTA) 3,7-4,0kg
NOMINAL BATTERY VOLTAGE 18V
MAX. AIR VELOCITY 64 m/s
AIR VOLUME 4,2 m3/min
MAX SEALED SUCTION 130/50/ 21 min
VOLTAGE LXT 33 mbar

USER BENEFITS

e Lock-on button for continuous operation
e Soft grip provides increased comfort on the job

Link to Product page - https://makitauae.com/product/dub187z-blower-vacuum-Ixt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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