
Blower LXT®
DUB362Z
18V+18V • 54 m/s • 13,4 m³/min
Efficient brushless blower for demanding use
A versatile and extremely efficient blower for construction and gardening.
Equipped with a brushless motor and two 18V LXT batteries that achieve a voltage
of 18V+18V. The blow tube length can be adjusted up to 100 mm, speed control
from a switch. Tool only, battery and charger not included.
 

TECHNICAL

SPECIFICATIONS
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION LEVEL (3 AXES)
VIBRATION UNCERTAINTY (K FACTOR)
PRODUCT DIMENSIONS (L X W X H):
EAN
NO LOAD SPEED
BRUSHLESS MOTOR
BATTERY PROTECTION
TOOL WEIGHT WITH BATTERY (EPTA)
NOMINAL BATTERY VOLTAGE
MAX. AIR VELOCITY
AIR VOLUME
VOLTAGE LXT
CONTINIOUS USE, 18V / 4AH BATTERY
CONTINUOUS RUN TIME 18V, 5,0AH BATTERY
CONTINIOUS USE, 18V / 2AH BATTERY
SHOULDER BELT

94 dB(A)
79,1 dB(A)
2,3 dB(A)
? 2,5 m/s²
1,5 m/s²
930 x 205 x 295 mm
88381693110
11 400 - 21 500 min?¹
Yes
Yes
3,5 - 4,2 kg
2 x 18 V
54 m/min
13,4 m³/min
Yes
10 - 61 min
12 - 75 min
5 - 33 min
Yes

USER BENEFITS
Body model - delivered without battery and charger.

Link to Product page - https://makitauae.com/product/dub362z-blower-lxt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide

https://makitauae.com/product/dub362z-blower-lxt/

