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Chainsaw LXT®

DUC254Z
18V » 24 m/s « 25 cm / 10"

mg{mp’[gi{ngr type unknown

Bl TECHNICAL

Handy brushless saw with a high chain speed for pruning and carving

An efficient brushless and cordless saw with a chain speed of 24 m/s. Its light
weight and design with the handle on top make it easy to use. An instantaneous
extra power is available for cutting thick branches. Equipped with a narrow 10"

guide bar. Tool only, battery and charger not included.

SPECIFICATIONS

SOUND POWER LEVEL (LWA)

SOUND PRESSURE LEVEL (LPA)

Il \OISE UNCERTAINTY (K FACTOR)
PRODUCT DIMENSIONS (L X W X H):
EAN

BRUSHLESS MOTOR

BATTERY PROTECTION

TOOL WEIGHT WITH BATTERY (EPTA)
NOMINAL BATTERY VOLTAGE
VOLTAGE LXT

CHAIN SPEED AT MAX. POWER

BAR SIZE

CHAIN PITCH

CHAIN GAUGE

CHAIN OIL TANK

VIBRATION LEVEL (3 AXES) AT FRONT HANDLE
MAX. CHAIN SPEED (NO LOAD)
VIBRATION LEVEL (3 AXES)
VIBRATION UNCERTAINTY (K FACTOR)
NUMBER OF DRIVE LINKS

CHAIN GAUGE(PART 2)

BLADE COVER

USER BENEFITS

e Body model - delivered without battery and charger.

103,2 dB(A)
92,2 dB(A)
2,5 dB(A)
258 x 184 x 191 mm
88381857543
Yes

Yes
2,8-3,2kg
18V

Yes

24 m/s

250 (10") mm
3/8"

0,043 "

0,14 L

3,1 m/s?

24 m/s

3,1 m/s?

1,5 m/s2?

40

1,2 mm

Yes

Link to Product page - https://makitauae.com/product/duc254z-chainsaw-Ixt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide


https://makitauae.com/product/duc254z-chainsaw-lxt/

