
Electric Breaker
HM1801
2 000 W • 63 J
Demolition hammer with anti-vibration system for heavy-duty use
2 000 W motor and high impact energy of 63 J High performance level makes this
an ideal tool for large-scale clipping. The impact rate is 1 100 min-1. Low vibration
because of the AVT Anti-Vibration Technology.
 

TECHNICAL SPECIFICATIONS
MAXIMUM OUTPUT POWER
IMPACT
IMPACT ENERGY
POWER SUPPLY CORD
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION: CHISELLING
VIBRATION UNCERTAINTY (K FACTOR)
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)
PRODUCT DIMENSIONS (L X W X H):

2000 W
1100 min?¹
44,9 J
5,0 m
104 dB(A)
84 dB(A)
2,5 dB(A)
14 m/s²
1,5 m/s²
29,7 kg
824 x 146 x 633 mm

USER BENEFITS
AVT (Anti-Vibration Technology) - extremely low vibration achieved by a counterweight mechanism and damper spring
Double insulated

Link to Product page - https://makitauae.com/product/hm1801-electric-breaker/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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