
Impact Drill
HP2050
720 W • 20 mm • 0 – 2 900 min?¹
Efficient drill with hammer and drive functions and two power settings
An efficient, 720 W percussion drill with two power settings. Masonry drilling
capacity of 20 mm. With rugged aluminium housing for gear drive and safety clutch
for stopping the motor if the drill bit gets stuck. 13 mm full-metal quick action drill
chuck.
 

TECHNICAL

SPECIFICATIONS
MAXIMUM OUTPUT POWER
IMPACT
POWER SUPPLY CORD
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION LEVEL (3 AXES)
VIBRATION UNCERTAINTY (K FACTOR)
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)
PRODUCT DIMENSIONS (L X W X H):
EAN
NO LOAD SPEED
MAX. DRILLING DIAMETER IN WOOD
MAX. DRILLING DIAMETER IN CONCRETE
MAX. DRILLING DIAMETER IN STEEL
DRILL CHUCK CAPACITY
COLLAR CLAMPING DIAMETER
SIDE GRIP
VIBRATION LEVEL (3 AXES), IMPACT DRILLING

720 W
0 - 24 000 / 58 000 min?¹
2,5 m
108 dB(A)
97 dB(A)
3 dB(A)
? 2,5 m/s²
3,0 m/s²
2,5 kg
360 x 70 x 220 mm
88381043212
0 - 1200 / 0 - 2900 min?¹
40 mm
20 mm
13 mm
1,5 - 13 mm
43 mm
Yes
13 m/s²

USER BENEFITS
2-mode operation for "Rotation Only" or "Hammering with Rotation"
Double insulated
Rubberized soft grip for more comfort and control
Variable speed control enables user to match the speed to the application

Link to Product page - https://makitauae.com/product/hp2050-impact-drill/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide

https://makitauae.com/product/hp2050-impact-drill/

