
Percussion Driver Drill CXT®
HP333DZ
12V max • 30 Nm • 0 – 1 700 min?¹
A compact, brushless drill for professional screwdriving and drilling
A lightweight drill for screwdriving and drilling with or without hammer action, two
power settings. Maximum torque of 30 / 14 Nm. A versatile tool for fitters, builders
and maintenance staff. Integrated LED light. Tool only, battery and charger not
included.
 

TECHNICAL SPECIFICATIONS
IMPACT
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION LEVEL (3 AXES)
VIBRATION UNCERTAINTY (K FACTOR)
PRODUCT DIMENSIONS (L X W X H):
NO LOAD SPEED
MAX. DRILLING DIAMETER IN WOOD
MAX. DRILLING DIAMETER IN CONCRETE
MAX. DRILLING DIAMETER IN STEEL
DRILL CHUCK CAPACITY
VIBRATION LEVEL (3 AXES), IMPACT DRILLING
CXT BATTERY
BATTERY PROTECTION
TOOL WEIGHT WITH BATTERY (EPTA)
MAX. FASTENING TORQUE HARD/SOFT
CLUTCH TORQUE SETTING

0 - 6750 / 0 - 25 500 min?¹
93 dB(A)
82 dB(A)
3 dB(A)
? 2,5 m/s²
1,5 m/s²
193 x 66 x 229 mm
0 - 450 / 0 - 1700 min?¹
21 mm
8 mm
10 mm
0,8 - 10 mm
13,0 m/s²
Yes
Yes
1,1 - 1,3 kg
30 / 14 Nm
20

USER BENEFITS
Battery protection system automatically shuts off power when the battery level is low
Body model - delivered without battery and charger.
LED light illuminates the work site

Link to Product page - https://makitauae.com/product/hp333dz-percussion-driver-drill-cxt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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