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Jigsaw CXT®
JVv102DZ

12V max ¢ 800 — 3 000 min?*

Bl TECHNICAL

Light brushless jigsaw with tool-less blade change. Barrel handle

A compact, brushless saw with three-stage pendulum action and tool-less blade
change. Engine speed can be adjusted between 800 and 3 000 min-1 from a dial.
A stroke length of 23 mm and cutting capacity of 90 mm in wood and 10 mm in

steel. Tool only, battery and charger not included.

SPECIFICATIONS
IMPACT

USER BENEFITS

800 - 3 000 min?*

SOUND POWER LEVEL (LWA) 96 dB(A)
[l SOUND PRESSURE LEVEL (LPA) 85 dB(A)
NOISE UNCERTAINTY (K FACTOR) 3 dB(A)
VIBRATION LEVEL (3 AXES) 11,5 m/s?
VIBRATION UNCERTAINTY (K FACTOR) 1,5 m/s?
PRODUCT DIMENSIONS (L X W X H): 237 x 76 x 186 mm
CXT BATTERY Yes
BRUSHLESS MOTOR Yes
BATTERY PROTECTION Yes
TOOL WEIGHT WITH BATTERY (EPTA) 1,8 -1,9 kg
NOMINAL BATTERY VOLTAGE 12V
LENGTH OF STROKE 23 mm
MAX. CUTTING CAPACITY IN WOOD (90°) 90 mm
MAX. CUTTING CAPACITY IN STEEL (90°) 10 mm
CAPCITY ALUMINIUM 20 mm
RAKE ANGLE 45°
ORBITAL ACTION Yes
SAW BLADE Yes
MAX. BEVEL RANGE (LEFT) 45 °

mg{mp’[gi{ngr type unknown

Body model - delivered without battery and charger.
Brushless maintenance-free and long-life motor
Compact and lightweight design

Dust extraction can be connected to the vacuum hose.
Tilting base for bevel cuts from 0A° - 45A°

Link to Product page - https://makitauae.com/product/jv102dz-jigsaw-cxt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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