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Band Saw

m L B1200F
900 W ¢ 305 mm

High efficiency band saw with casters for easy mobility

This stationary band saw is ideal for clean-edged and precise cutting. Cuttin
capacity is 165 — 305 mm and blade cutting speed can be adjusted between 6,7
and 13,3 m/s.

TECHNICAL SPECIFICATIONS

MAXIMUM OUTPUT POWER 900 W
POWER SUPPLY CORD 2,5m
[l SOUND POWER LEVEL (LWA) 94 dB(A)

SOUND PRESSURE LEVEL (LPA) 81 dB(A)
NOISE UNCERTAINTY (K FACTOR) 3 dB(A)

PRODUCT WEIGHT 82,00 kg

WEIGHT WITHOUT CABLE (EPTA-PROGERWURE
01/2003) 615 x 775 x 1600 mm
PRODUCT DIMENSIONS (L X W X H): 88381612128
EAN 400 / 800 min?*
NO LOAD SPEED 305 x 165 mm mm
MAX CUTTING CAPACITY I

IEC PROTECTION CLASS -2-455°

BAND SAW BEWEL CUTTING CAPACITYes

WRENCHES 2240 mm

BLADE 6-16 mm
BANDSAW BLADE WIDTH Yes

ANGLE RULE Yes

RIP FENCE Yes

PUSH STICK

USER BENEFITS

Anti-restart function prevents accidental start-up

Big support wheels.

Single LED job light illuminates the work area

Variable speed control enables user to match the speed to the application

Link to Product page - https://makitauae.com/product/Ib1200f-band-saw/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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