
Metal Cutting Saw
LC1230
1 750 W • 305 mm • 1 300 min?¹
Quick, spark-free metal cutting
Cut-off saw with powerful 1 750 W motor and 305 mm blade. For quick and almost
spark-free cutting of metal. Max. pipe cutting capacity of 115 mm. Tool-less
tensioning and quick release adjustment of the cutting angle.
 

TECHNICAL SPECIFICATIONS
MAXIMUM OUTPUT POWER
POWER SUPPLY CORD
SOUND POWER LEVEL (LWA)
SOUND PRESSURE LEVEL (LPA)
NOISE UNCERTAINTY (K FACTOR)
VIBRATION LEVEL (3 AXES)
VIBRATION UNCERTAINTY (K FACTOR)
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)
EAN
NO LOAD SPEED
BORE SIZE (ARBOR DIAMETER)
MAX. CUTTING CAPACITY IN STEEL PIPE
GRINDING DISC DIAMETER
CAPACITY 90°
CAPACIITY 45°

1750 W
2,5 m
108 dB(A)
98 dB(A)
3 dB(A)
4,5 m/s²
1,5 m/s²
19,3 kg
88381029506
1300 min?¹
25,4 mm
115 mm
305 mm
150 x 75 / 100 x 100 mm
85 x 85 mm

USER BENEFITS
Mit Spindelarretierung
(blank)

Link to Product page - https://makitauae.com/product/lc1230-metal-cutting-saw/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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