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Plate Jointer

g PJ7000
701 W 100 mm

Plate joiner for carpenters and furnishing fitters

A 701 W plate joiner with a 100 mm blade and 20 mm bore for carpentry
applications. A maximum bore depth of 20 mm. The tool is suitable for making
biscuit joints in sheets and other wooden structures.

SPECIFICATIONS

MAXIMUM OUTPUT POWER
POWER SUPPLY CORD

J SOUND POWER LEVEL (LWA)

SOUND PRESSURE LEVEL (LPA)

NOISE UNCERTAINTY (K FACTOR)

VIBRATION LEVEL (3 AXES)

VIBRATION UNCERTAINTY (K FACTOR)
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)

PRODUCT DIMENSIONS (L X W X H):

EAN

NO LOAD SPEED

BLADE DIAMETER

BORE SIZE (ARBOR DIAMETER)

PLUNGE CAPACITY

BAND SAW BEWEL CUTTING CAPACITY

MAX. PLUNGE DEPTH

KERF DIMENSION

TECHNICAL

700 W

2,5m

97 dB(A)

86 dB(A)

3 dB(A)

? 2,5 m/s?
1,5 m/s2

2,8 kg

302 x 139 x 145 mm
8.83812E+11
11 000 min??
100 mm

22 mm

0-20 mm
0-90°

20 mm

4 mm

USER BENEFITS

Link to Product page - https://makitauae.com/product/pj7000-plate-jointer/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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