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Impact Driver XGT®
m 1D003G

40V max * 1/4" « 210 Nm 0 — 3 700 min??

Cordless impact driver powered by 40Vmax XGT Li-lon battery.

Powerful brushless Impact Driver with multiple operation modes. The machine has
an excellent ability to perform in heavy-duty continuous tightening. The machine

has 4-speed power selection and T-mode assist function for thin metals. This

machine is a genuine solution for high demand industrial users. (Includes 2pcs of
2,0 Ah batteries and a fast charger in a Macpac case

SPECIFICATIONS
IMPACT

TECHNICAL

0 - 4100/ 3600 /2600 / 1400 min?*

SOUND POWER LEVEL (LWA) 106 dB(A)
[l SOUND PRESSURE LEVEL (LPA) 95 dB(A)
NOISE UNCERTAINTY (K FACTOR) 3 dB(A)
VIBRATION UNCERTAINTY (K FACTOR) 1,5 m/s?
PRODUCT WEIGHT 1,0 kg
PRODUCT DIMENSIONS (L X W X H): 121 x 86 X 252 mm
EAN 0088381777773
NO LOAD SPEED 0 - 3700 / 3200 / 2100 / 1100 min??
BRUSHLESS MOTOR Yes
BATTERY PROTECTION Yes
MAX FASTENING TORGUE IMPACT DRILL 210/170/50 /20 Nm
TIGHTENING CAPACITY STANDARD BOLT M5 - M16
CAPACITY MACHINE SCREW M4 - M8
VIBRATION LEVEL (3 AXES), FASTENING BOLT 11,9 m/s?
TOOL WEIGHT WITH BATTERY (EPTA) 1,7 - 2,9 kg
NOMINAL BATTERY VOLTAGE 40V
VOLTAGE XGT Yes
DRIVING SHANK 1/4"

USER BENEFITS

e LED light illuminates the work site

e Low power consumption thanks to brushless motor

e XPT (Extreme Protection Technology) is engineered for improved dust and water resistance for operation in harsh job
site conditions

e The rubber grip on the handle ensures a good working grip

Link to Product page - https://makitauae.com/product/td003g-impact-driver-xgt/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide
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